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such as a PBX and media server, gateway, in one or more
communications devices, at one or more users’ premises, or
some combination thereof. Similarly, one or more functional
portions of the system could be distributed between a tele-
communications device(s) and an associated computing
device.

Furthermore, it should be appreciated that the various links
connecting the elements can be wired or wireless links, or any
combination thereof, or any other known or later developed
element(s) that is capable of supplying and/or communicat-
ing data to and from the connected elements. These wired or
wireless links can also be secure links and may be capable of
communicating encrypted information. Transmission media
used as links, for example, can be any suitable carrier for
electrical signals, including coaxial cables, copper wire and
fiber optics, and may take the form of acoustic or light waves,
such as those generated during radio-wave and infra-red data
communications.

Also, while the flowcharts have been discussed and illus-
trated in relation to a particular sequence of events, it should
be appreciated that changes, additions, and omissions to this
sequence can occur without materially affecting the operation
of the disclosed embodiments, configuration, and aspects.

In yet another embodiment, the systems and methods of
this disclosure can be implemented in conjunction with a
special purpose computer, a programmed microprocessor or
microcontroller and peripheral integrated circuit element(s),
an ASIC or other integrated circuit, a digital signal processor,
a hard-wired electronic or logic circuit such as discrete ele-
ment circuit, a programmable logic device or gate array such
as PLD, PLA, FPGA, PAL, special purpose computer, any
comparable means, or the like. In general, any device(s) or
means capable of implementing the methodology illustrated
herein can be used to implement the various aspects of this
disclosure. Exemplary hardware that can be used for the
disclosed embodiments, configurations and aspects includes
computers, handheld devices, telephones (e.g., cellular, Inter-
net enabled, digital, analog, hybrids, and others), and other
hardware known in the art. Some of these devices include
processors (e.g., a single or multiple microprocessors),
memory, nonvolatile storage, input devices, and output
devices. Furthermore, alternative software implementations
including, but not limited to, distributed processing or com-
ponent/object distributed processing, parallel processing, or
virtual machine processing can also be constructed to imple-
ment the methods described herein.

In yet another embodiment, the disclosed methods may be
readily implemented in conjunction with software using
object or object-oriented software development environ-
ments that provide portable source code that can be used on a
variety of computer or workstation platforms. Alternatively,
the disclosed system may be implemented partially or fully in
hardware using standard logic circuits or VLSI design.
Whether software or hardware is used to implement the sys-
tems in accordance with this disclosure is dependent on the
speed and/or efficiency requirements of the system, the par-
ticular function, and the particular software or hardware sys-
tems or microprocessor or microcomputer systems being uti-
lized.

In yet another embodiment, the disclosed methods may be
partially implemented in software that can be stored on a
storage medium, executed on programmed general-purpose
computer with the cooperation of a controller and memory, a
special purpose computer, a microprocessor, or the like. In
these instances, the systems and methods of this disclosure
can be implemented as program embedded on personal com-
puter such as an applet, JAVA® or CGI script, as a resource
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residing on a server or computer workstation, as a routine
embedded in a dedicated measurement system, system com-
ponent, or the like. The system can also be implemented by
physically incorporating the system and/or method into a
software and/or hardware system.

Although the present disclosure describes components and
functions implemented in the aspects, embodiments, and/or
configurations with reference to particular standards and pro-
tocols, the aspects, embodiments, and/or configurations are
not limited to such standards and protocols. Other similar
standards and protocols not mentioned herein are in existence
and are considered to be included in the present disclosure.
Moreover, the standards and protocols mentioned herein and
other similar standards and protocols not mentioned herein
are periodically superseded by faster or more effective
equivalents having essentially the same functions. Such
replacement standards and protocols having the same func-
tions are considered equivalents included in the present dis-
closure.

The present disclosure, in various aspects, embodiments,
and/or configurations, includes components, methods, pro-
cesses, systems and/or apparatus substantially as depicted
and described herein, including various aspects, embodi-
ments, configurations embodiments, subcombinations, and/
or subsets thereof. Those of skill in the art will understand
how to make and use the disclosed aspects, embodiments,
and/or configurations after understanding the present disclo-
sure. The present disclosure, in various aspects, embodi-
ments, and/or configurations, includes providing devices and
processes in the absence of items not depicted and/or
described herein or in various aspects, embodiments, and/or
configurations hereof, including in the absence of such items
as may have been used in previous devices or processes, €.g.,
for improving performance, achieving ease and‘\or reducing
cost of implementation.

The foregoing discussion has been presented for purposes
of illustration and description. The foregoing is not intended
to limit the disclosure to the form or forms disclosed herein.
In the foregoing Detailed Description for example, various
features of the disclosure are grouped together in one or more
aspects, embodiments, and/or configurations for the purpose
of streamlining the disclosure. The features of the aspects,
embodiments, and/or configurations of the disclosure may be
combined in alternate aspects, embodiments, and/or configu-
rations other than those discussed above. This method of
disclosure is not to be interpreted as reflecting an intention
that the claims require more features than are expressly
recited in each claim. Rather, as the following claims reflect,
inventive aspects lie in less than all features of a single fore-
going disclosed aspect, embodiment, and/or configuration.
Thus, the following claims are hereby incorporated into this
Detailed Description, with each claim standing on its own as
a separate preferred embodiment of the disclosure.

Moreover, though the description has included description
of one or more aspects, embodiments, and/or configurations
and certain variations and modifications, other variations,
combinations, and modifications are within the scope of the
disclosure, e.g., as may be within the skill and knowledge of
those in the art, after understanding the present disclosure. It
is intended to obtain rights which include alternative aspects,
embodiments, and/or configurations to the extent permitted,
including alternate, interchangeable and/or equivalent struc-
tures, functions, ranges or steps to those claimed, whether or
not such alternate, interchangeable and/or equivalent struc-
tures, functions, ranges or steps are disclosed herein, and
without intending to publicly dedicate any patentable subject
matter.



